
SOLEOS 220-2PS
polycrystalline

photovoltaic module

Module Effi ciency 13,2%

- Very low demand of space because of high module
  effi ciency

Warranty

- 25 years* warranty on 80% of the power
- 12 years* warranty on 90% of the power
- granted product warranty of 5 years* 

Technical Advantage

- Power tolerance +/- 2,4%
- Certifi cates: safety class II, IEC 61215, IEC 61730
- Increased snow load up to 5.400 Pa

�9�� Module Effi ciency 13,2%

�9�� Safety Class II, IEC 61215, IEC 61730 

�9�� Power Tolerance +/- 2,4%

�9�� Increased Snow Load

�9�� Made in Germany
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Description SOLEOS 220-2PS

Rated Power PMPP 220 Wp
Maximum Power Voltage VMPP 29,90 V
Maximum Power Current IMPP 7,32 A
Open Circuit Voltage VOC 36,90 V
Short Circuit Current ISC

[All characteristics under Standard Test Conditions (STC). 
   Irradiance 1‘000 W/m², Module Temperature 25°C, AM=1,5]

7,89 A

Power Tolerance +/- 2,4%
Maximum System Voltage 1000 V DC
Temperature Coeffi cients:

Current αIsc +0,03 %/K
Voltage αVoc -0,34 %/K
Power αPmpp -0,49 %/K

Solar Cell polycrystalline
Module Effi ciency 13,2%
Glass Thickness 4,0 mm
Dimensions 1660 x 990 x 50 mm
Weight 23 kg
Electric Connection MC4 plug connection
Snow Load 5.400 Pa
Performance Warranty 25 years* 80% PMpp-min

12 years* 90% PMpp-min

Product Warranty 5 years*
Certifi cates safety class  II, IEC 61215, IEC 61730

Technical Data

photovoltaic module

Soleos Solar GmbH                 Mail: info@soleos-solar.de       Internet: www.soleos-solar.de

Subject to technical modifi cations.
We disclaim liability for errors and misprints.

* check warranty terms
* Warrantor is OEM-manufacturer Advanced and Auto-
  motive Solar Systems GmbH

Your Local Retailer:


